
SIRIS 2 - Specifications

Enterprise Business Continuity Built From the Ground Up 

1.  Storage capacity where one gigabyte equals one billion bytes. Usable storage 
capacity may vary due to filesystem overhead.

2. All SIRIS 2 Enterprise units are equipped with dual power supplies.

SB500 SB1000 SB2000 SP1000 SP2000 SP3000 SP5000 SE5000 SE10000 SE20000 SE36000

CAPACITY

Storage Capacity1 500GB 1TB 2TB 1TB 2TB 3TB 5TB 5TB 10TB 20TB 36TB

Incl. ShadowSnap 
Licenses Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited Unlimited

Max Storage Cap. 
with Upgrade 2TB 2TB 2TB 5TB 5TB 5TB 5TB 36TB 36TB 36TB 36TB

PERFORMANCE

Storage  
Configuration

2 x 500GB 
(RAID 1)

2 x 1TB 
(RAID 1)

2 x 2TB 
(RAID 1)

2 x 1TB 
(RAID 1)

2 x 2TB 
(RAID 1)

2 x3TB 
(RAID 1)

3 x 3TB 
(RAID 5)

4 x 3TB 
(RAID 10)

8 x 2TB 
(RAID 6)

10 x 3TB 
(RAID 6)

11 x 4TB 
(RAID 6)

Processor Quad-Core Intel 
Core i5-4430  

@ 3.0 GHz

Quad-Core Intel 
Core i5-4430  

@ 3.0 GHz

Quad-Core Intel 
Core i5-4430  

@ 3.0 GHz

Quad-Core  
Intel Xeon 
E3-1220 v3 
@ 3.1 GHz

Quad-Core  
Intel Xeon 
E3-1220 v3 
@ 3.1 GHz

Quad-Core  
Intel Xeon 
E3-1220 v3 
@ 3.1 GHz

Quad-Core  
Intel Xeon 
E3-1220 v3 
@ 3.1 GHz

Dual Six-
Core Xeon 
E5-2620  

@ 2.0 GHz

Dual Six-
Core Xeon 
E5-2620  

@ 2.0 GHz

Dual Six-
Core Xeon 
E5-2620  

@ 2.0 GHz

Dual Six-
Core Xeon 
E5-2620  

@ 2.0 GHz

System Memory 16GB 16GB 16GB 16GB 24GB 32GB 32GB 32GB 48GB 64GB 96GB

SSD OS Drive 60GB 60GB 60GB 120GB 120GB 120GB 120GB 120GB 120GB 120GB 120GB

Cache — — — 1TB 1TB 1TB 1TB 1TB 1TB 1TB 1TB

Networking Dual NIC Dual NIC Dual NIC Dual NIC Dual NIC Dual NIC Dual NIC Quad NIC Quad NIC Quad NIC Quad NIC

Max Memory with 
Upgrade — — — 1TB 1TB 1TB 1TB 1TB 1TB 1TB 1TB

Remote Hardware 
Mgmt. (IPMI) — — — Standard Standard Standard Standard Standard Standard Standard Standard

PHYSICAL

Form Factor U-NAS 4-bay U-NAS 4-bay U-NAS 4-bay 2U 2U 2U 2U 2U 2U 2U 2U

Dimensions 7.1” x 10” x 7.5” 7.1” x 10” x 7.5” 7.1” x 10” x 7.5” 3.5” x 17.2” 
x 25.5”

3.5” x 17.2” 
x 25.5”

3.5” x 17.2” 
x 25.5”

3.5” x 17.2” 
x 25.5”

3.5” x 17.2” 
x 25.5”

3.5” x 17.2” 
x 25.5”

3.5” x 17.2” 
x 25.5”

3.5” x 17.2” 
x 25.5”

Weight 12 lbs. 13 lbs. 13 lbs. 35 lbs. 35 lbs. 36 lbs. 37 lbs. 41 lbs. 51 lbs. 54 lbs. 68 lbs.

POWER MGMT.

Input Power2 250W 250W 250W 560W 560W 560W 560W 920W 920W 920W 920W

Input Voltage 100-240 V 100-240 V 100-240 V 100-240 V 100-240 V 100-240 V 100-240 V 100-240 V 100-240 V 100-240 V 100-240 V

Input Frequency 
Range 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz 50-60 Hz
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